FUJI Ku Flex [

Project name:
Type number: Quantity: Date: l

Product Details

patasHEET [N

Absolute luminous flux (Im) 640-1577 Im
Power (W) 8-16W
Optic options 13°/25°/34°/54°/ 80°
CRI 90+
ccr 2700K / 3000K / 3500K / 4000K
Colour deviation 3SDCM
Dimming methods Non Dim / DALI/ Bluetooth (Casambi)
Lumen maintenance (hours) L90B10 > 90,000 hours
. f Driver Integral
Input voltage 240v
. Housing material Aluminium / PET
Optic material PMMA Clear Lens
, ; Acoustic material 100% PET (64% post-consumer recycled)
” é 7 Warranty 7 years
Country of origin Australia
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We reserve the right to make technical and design changes. All photometric, spectrometric and electrical data have a tolerance of £10%.
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Configurator

How to specify
Select from the available options to configure luminaire

FKEF.

Output Optic CRICCT Dimming Housing colour
200 8W 13 13° 927 90+ 2700K 61 Non Dim W White
640Im - 866Im 25 25° 93 90+ 3000K 66 DALI B Black
250 10W 34 340 935 90+ 3500K 68 Bluetooth (Casambi) | | X Custom
786Im - 1041Im

54 54° 94 90+ 4000K
300 120
929Im - 1242Im 80 80°
350 14W
1073Im - 1425Im
400 16W
1210Im - 1577Im

Acoustic cover colour

420 Cream (Lower)/
Black (Upper)

550 Black
908 Cream
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Accessories

Blanking Cover WH
FUJI.BLANK.WH

Blanking Cover BL
FUJI.BLANK.BL

Colour Options

Honeycomb Louvre
FKF.HONEYCOMB

Used to provide additional glare
control in sensitive areas. Easily
installed by placing behind the

luminaire baffle.

Housing colour

S

White Black Custom
W B X

Acoustic cover colour

Cream Cream Black
908 (Lower)/ 550
Black (Upper)

420

https://elslighting.com.au/fkf/

3/3

Australian made like nothing ELSe

We reserve the right to make technical and design changes. All photometric, spectrometric and electrical data have a tolerance of £10%.


https://elslighting.com.au/fuji-blank-wh/
https://elslighting.com.au/fuji-blank-wh/
https://elslighting.com.au/fuji-blank-wh/
https://elslighting.com.au/fuji-blank-bl/
https://elslighting.com.au/fuji-blank-bl/
https://elslighting.com.au/fuji-blank-bl/
https://elslighting.com.au/fkf-honeycomb/
https://elslighting.com.au/fkf-honeycomb/
https://elslighting.com.au/fkf-honeycomb/
https://elslighting.com.au/fkf/

