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1420-2195Im
13.5-19W
39°/51°/83°
90+
3000K/4000K
3SDCM

Non Dim /Trailing Edge / DALI/ Bluetooth
(Casambi)

L90B10 > 90,000 hours
Remote

240v

Aluminium

Aluminium Specular Reflector
7 years

Australia

?102mm

0.7 kg

Australian made like nothing ELSe

We reserve the right to make technical and design changes. All photometric, spectrometric and electrical data have a tolerance of £10%.
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Configurator

How to specify
Select from the available options to configure luminaire

LX110.

Output Optic CRICCT Dimming Housing colour
350 13.5W 39 39° 93 90+ 3000K 61 Non Dim W White
1420Im - 1584Im 51 51° 94 90+ 4000K 63 Trailing Edge B Black

200 19w 83 83° 66 DALI

1983Im-2195Im

68 Bluetooth (Casambi)

Options

IP
IP 1PX4

Reflector

LX110-BL LX110 Black
Reflector

[X110-BR LX110 Brass
Reflector

LX110-CR LX110
Champagne Reflector

LX110-GR X110 Gold
Reflector

LX110-WR LX110 White
Reflector
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Colour Options

Housing colour

White Black
W B
Options
e bI/ \J."/ \'g»'/ \L)"/ ™~ ,J/
X110 Brass LX110 Black X110 X110 Gold X110 White
Reflector Reflector Champagne Reflector Reflector
LX110-BR LX110-BL Reflector LX110-GR LX110-WR
LX110-CR
Projects

SHAPE Workplace Sydney YAWA - Rosebud Aquatic Centre
NSW, Australia Victoria, Australia
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